
Door 
Contact 2
(Default N.C.)

Door 
Contact 1
(Default N.C.)

Door Contact 4
(Default N.C.)

Door Contact 3
(Default N.C.)NC

COM

COM

Fail-Secure
Door Strike 
(Door 1) 

Fail-Safe
Magnetic Lock

(Door 3)

METAL BOX
FIX HOLE

VISIT OUR WEBSITE
FOR MORE INFORMATION

DEVICE WIRING AWG LENGTH

READER / KEYPAD 4-8 CONDUCTORS, SHIELDED 
TWISTED PAIR

22AWG (0.64MM) TO
18AWG  (1.02MM) 150M (500FT.)

DOOR CONTACT / REX 2 CONDUCTORS, COPPER STRANDED 22AWG (0.64MM) 600M (2000FT.)

LOCK (STRIKE / MAG) 2 CONDUCTORS, SOLID COPPER 18AWG (1.02MM) 150M (500FT.)

POWER SUPPLY 3 CONDUCTORS, SOLID COPPER 18AWG (1.02MM) 8M (25FT.)

NETWORK CONNECTION CAT-5 / CAT-6 24AWG (0.51mm) 100M (300FT.)

POWER SUPPLY
INPUT: 120–240VAC, 50/60HZ

OUTPUT: 24VDC @ 8A
PANEL CONSUMPTION: 100mA @ 24VDC

12V DC

COM

Fail-Secure
Door Strike

(Door 4)

Fail-Safe
Door Strike
(Door 2)

REX2
(Default N.O.)
Push button or 
motion sensor

Reader 2
Multi-Tech 
Keypad Reader

REX1
(Default N.O.)
Push button or 
motion sensor

Reader 1
Multi-Tech 
Keypad Reader

REX4
(Default N.O.)

Push button or 
motion senor

Reader 4
Mullion Multi-Tech

Reader

REX3
(Default N.O.)

Push button or 
motion detector

Reader 3
Mullion Multi-Tech

Reader

MODE BUTTON
(QUICK PROGRAMMING

CREDENTIAL CARD)

RESET BUTTON
(POWER CYCLE THE PANEL, THEN PRESS AND HOLD
THE RESET BUTTON FOR 3 SECONDS TO RESET THE
COMMUNICATION PASSWORD)
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BATTERY BACKUP – MINIMUM 4 HOURS
@ FULL LOAD

12VDC 7AH 
RECHARGEABLE BATTERY

BATTERY CHARGE CURRENT: 250mA
(DEFAULT), 320mA, 500mA, OR 1A

IMPORTANT:
LOCK OUTPUT: 12VDC @ 1A EACH
FOR HIGHER LOAD, CONNECT LOCKS 
TO AN EXTERNAL POWER SUPPLY
REFER TO THE AC24 MANUAL.

NO
COM

NC

BUZZ

LED

D1
D0

12V DC
GND

NO
COM

NO
COM

BUZZ
LED

D1
D0

12V DC

GND

NO
COM

NC
COM

BUZZ

LED

D1
D0
12V DC
GND

NC

BUZZ

LED

D1

D0

GND

NO

COM

EXTERNAL POWER

CONNECTING THE GREEN WIRE
ENABLES A 12VDC POWERED
OUTPUT FOR DOOR LOCKS.
REMOVE THE GREEN WIRE TO USE
THE RELAY AS A DRY CONTACT.

DRY CONTACT WITH EXTERNAL POWER :

DOOR RELAY #1 AS EXAMPLE 

OSDP -
OSDP +

12V DC
GND

AC24
IP “EXPANSION PANELS”

MASTER PANEL SUPPORTS UP TO 49 IP “EXPANSION PANELS”.

Router / Switch

WEB BROWSER ACCESS 

Computer / Smart Phone

TCP/IP 

DEFAULT IP
192.168.0.245

AN AC24 PANEL CAN BE CONFIGURED AS AN RS485 CONNECTION.
 UP TO THREE (3) “RS-485 EXPANSION PANELS” CAN BE CONNECTED TO THE RS485

NETWORK OF THE “MASTER PANEL” AND EACH IP “EXPANSION PANELS”.

AC24
RS-485 “Expansion Panels”

OSDP READER

ALARM PANEL
ARM /DISARM

PGM GND

TAMPER SWITCH (N.O.)

SMOKE 
SENSOR

ALARM 
SENSOR

POWER PLUG

POWER SUPPLY
INPUT: 120–240VAC, 50/60HZ
OUTPUT: 24VDC @ 8A

POWER INDICATOR
STATUS INDICATOR

WIRING HOLE WIRING HOLE

QUICK START USER MANUAL
www.accodacontrols.com

INTERNAL POWER

INTERNAL POWER

INTERNAL POWER

INTERNAL POWER

CONNECTING THE GREEN WIRE
ENABLES A 12VDC POWERED
OUTPUT FOR DOOR LOCKS.
REMOVE THE GREEN WIRE TO USE
THE RELAY AS A DRY CONTACT.
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	150M (500FT.)

	DOOR CONTACT / REX
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	22AWG (0.64MM)
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	100M (300FT.)




